
Chryso®Release Crete is a high quality chemical action-type release
agent for use on all types of forms used for concrete. It is also
extremely effective when used to prevent concrete from bonding to
form surfaces as well as mixers, mold boxes, pallets, tools and
wheelbarrows.

Dosage

Chryso®Release Crete (undiluted) will cover approximately 1,000 ft /gal (25 m /L) for metal forms and 750 ft /gal (18 m /L) for wood forms.

Additional Usage Recommendations

Apply Chryso®Release Crete lightly on clean form surfaces before each concrete placement. Chryso®Release Crete may be applied by brush,
roller, rag or spray. Chryso ®Release Crete may be diluted with one to two parts fuel oil for economy. Note that highly volatile solvents such as
mineral spirits, are not recommended.

Product Nature Liquid
Apparent density 0,850

 

▪ 13L Pail (3.5 Gallons)
▪ 210L Drum (55 gallons)
▪ 1000L Tote (275 gallons)

Prior to any use, please read carefully the Safety Data Sheet.
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Chryso®Release Crete (formerly
Release Crete)
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The information contained in this technical data sheet is given to the best of our knowledge and the result from extensive testing - which were conducted in order to remain as objective
as possible. However, it cannot, in any case, be considered as a warranty involving our liability in case of misuse or any different use of our products, other than those from the
"Applcation" paragraph of this technical data sheet. Some application tests should be carried out before using the product to ensure that the methods of use and conditions of
application of the product are satisfactory. Our technical assistance is at the disposal of the users.
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